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73 uéi;pgyeippigg Automation and Mechanization
. Enterprises of the Moscow City Sovnarkhoz

[Following is the translation of an article by A.
K. VikHirev entitled "Putl Rezvitiya Avtomatizat-
sii 1 Mekhanizatsil na Predpriyatiyakh Moskovskogo
Gorodnogo Sovnarkhoza" (English version above) in
Mekhanizatsiya 1 Avtomatizatsiya Proizvodstiva
(Mechanization and Automation of Production), No.
5, Moscow, May 1960, pages 1-4.7

Over-all mechanization and automation of production
processes 1s regarded by the Communist Party &s the principal
means toward technological progress, without which a rapld
pace of further rise in labor productivity would be impossible.

The revised Long-Range Flan of Development of the New
Technology for 1959-1965 for the enterprises of the Moscow
City Sovnarkhoz envisages a further lncrease in the number of
over-all mechanized and automated types of production, shops
and departments to 139 from 78, and the creation of 27 over-
all mechanized and automated enterprises as well. In addition,
measures drafted pursuant to the Resolution of the June (1959)
Plenum of the CC CPSU provide for introducing during the
seven-year period the over-all mechanization and sutomastion
of production, shops and departments. Thus, 32 enterprises
and 212 individual types of production, shops and departments
with over-all mechanized and sutomated production processes
will be created in the Moscow City Sovnarkhoz durling the seven-
year period, and 182 (75 percent) of the totel number of these
objects will be created within the first four years of the
seven-year perlod.

The characteristics of the model production objects and
the schedule for their introduction during the seven-year perlod
are cited in the Table below.

Major measures are being conducted by the crew of the
Likhachev Automobile Plant to convert it Into a model enter-
prise at which over 90 percent of all operatlons will be con-
ducted according to mechanized and automated cycles. In this
connection, that plant will manufacture new, more economical
trucks whose use will yield savings of about one billlon rubles
(in the yearly output of automobiles) to the national economy.

The 1GPZ Zfirst State Bearing Plan§7 should organize
during the seven-year period flve automatic shops for the pro-
duction of ball and roller bearings, which will make it pos-
sible to manufacture over 80 percent of all bearings without
using manual labor.
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¢ phe Hard Alloys Combine has begun to cdrry out the
over-gll mechanization and automation of basic and duxiliary
procegseés of the production of hard alloys, to be completed
by 1963:and to result in the introduction in h11 technologlcal
departments of highly productive equipment and progressive
technolqgical processes -- among otliers, hydrogend reduction
of tungsten, vibrational grinding of mixtures, drying o
semifinished products by infrared rays, vacuum sintering of
alloys, and, in additlon, application of the newest achieve-
ments of:radio electronics, photo-engineering, and ultra-
sonics. ‘The conduct of the above measures will ensure the
doubling of the volume of output of hard alloys at the Combine.

The enterprises of the Sovnarkhoz are establishing two
model types of welding production -- one at the Likhachev
Automobile Plant, and the other at the "Kompressor" Plant.
The assembling and welding of products will be conducted on
continuous-flow mechanized lines, which will meke 1t possible
to increase the volume of output and to elevate greatly the
general production level.

Over-all mechanization and automation are being intro-
duced in the most labor-consuming sectors of industry, es-
pecially in the sector of the production of various types of
castings. The related work is being conducted on a large
scale in two iron casting plants: the "Stankolit" and the
Plant imeni Voykov. These plants are belng modernized and
they will adopt the over-all mechanization and automation of
the production of iron castings for machine building and iron
heating radiators. In addition, 11 casting shops in, among
others, the "Dinamo," imeni Vladimlr Ii'ich, end "Tzolit"
plants, will be included into the number of model production
objects.

Considerable attention will be devoted to introducing
the over-all mechanized and automated processes of assembling,
and for this purpose it is expected that 20 model assembling
shops and departments will be set up in varlous branches of
industry. The over-all mechanization and automation of pro-
duction extends to the enterprises of every branch of industry.

In two large furniture-assembling combines alone, 4o
automatic lines and approximately 900 special machine tools
will be activated.

A great part of the concrete measures taken to fulfill
the resolutions of the June Plenum of the CC CPSU pertains to
the introduction of new technological productlon processes
ensuring a rise in labor productlvity and improvement in the
quality of production. Plans exlst for introducing over 500
up-to-date technological processes for the fabrication of new
products.

To eliminate arduous manual labor, the introduction of
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continuous transport will be fostered; such transport will in-
clude start-stop conveyers with programmed control ensuring
the delivery of loads to thelr destination according to a
program pre-set from the control panel.

: The outlays on materializing the measures for the over-
all mechanization and automation of enterprises, types of
production, shops, and departments, for the Sovnarkhoz as a
whole are tentatlvely estimated at a total of 2,259 million
rubles, and the nominal-yearly savings to ensue from these
measures «- at 1,813 million rubles. Thus, all expenditures
will be recouped within 1.2 years.

The economic effectiveness of over-all mechanlzation
and automation is illustrated by the following examples.

The Small-Displacement Car Plant in Moscow is Introducing
the over-all mechanizatlion and sutomation of computational and
analytic operations in industrilal management which will make
it possible to improve the efficiency of performance of the
engineer and techniclen cadres and more than halve the numbers
of the administrative and accounting personnel.

The conduct of measures to establlish an over-all mech-
anized production of modern 1K62 screw-cutting lathes at the
"Krasnyy Proletariy"” Pliant in 1960 will reduce by 30 percent
the lebor input involved in manufacturing the parts of these
machines, and lncrease by 25 percent the plant's ouput capecity.
While the outlays on conducting these measurss will amount to
19 million rubles, the resulting savings will amount to 7.5
million rubles /a year/.

At the "Kompressor" Plant the over-all mechanization of
the production of unlfled compressors will yleld an annual
saving of seven million rubles, and it will cost 10 million
rubles. The mechanization of the welding production of re-
frigeration equipment at the same plant will cost 15 million
rubles and yleld savings of 20 million annually.

At the "Frezer" Milling Tool Plant, the over-sasll mecha-
nization and automation of the production of drill bits, screw
taps, threading dies, and blades fcr milling cutter will cost
57 million rubles and yield annual savings of 25 million rubles.

At the "Dinamo"” Plant the over-all mechanization of the
production of a-c¢ motors will cost 12.5 millicn rubles and
yield annual savings of approzlmately seven million rubles.

The Transformer Plant wlll expend 1.2 million rubles
on the mechanlzation of the productlion of midget transformers
and thereby attain savings of 1.7 million rubles a year, 1. e.,
here recoupability will be ensured within elght or nine months.

Particularliy interesting are the figures on the savings
attailnable at the "Moskabel'" Cable Plant. There, over-all
mechanization will yield nominal-annusl savings of 240 million
rubles at a cost of 83 million rubles, 1. e., all outlays will
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be recouped within less than an half year.

Stecess in solving the tasks as to the creation of over-
all mechanized production précessesd énd exploration of pro-
gressiveitechﬁological procesdses hinges on mobllizing the co-
operation of the scilentific research institutes and special
project-design and technological organlzations in Moscow, and,
in addition, on the expansion of the existing technical ser-
vices in enterprises and the establishment of new specialized
design and technological bureaus, texting bases, laboratorles,
and centralized types of productlon.

At present over 150 organizations are working in this
direction and providing considerable assistance in the work
on both the designing of production departments, shops and
enterprises and the development of structures, means of mech-
anization and automation, and nonstandard equlpment.

In this connectlon it is worthwhile to mention the
jnitiative of the Scilentific Research Institute of Aviatlon
Technology (NIAT), which undertook to provide assistance to
the Sovnarkhoz's enterprises with regard to creating 18 auto-
matic lines and 62 machine tool assemblies based on standard-
ized units during the seven-year perilod.

Recently a team of sclentists at the MVTU im. Baumana
/Moscow Higher Technical School imeni Bauman/ had joined the
work on perfecting the fabrication of plastic products. They
adopted concrete pledges to implement, in cooperation with
plants, a large number of tasks, and they specifled the hours
at which they are available for consultation in their offices
to any worker of any Moscow enterprise or organlzation.

To consolidate and expand in the enterprises the tech-
nical services for designing the meansof the mechanization and
automation of production, the Sovnarkhoz has enlarged the
existing design bureaus for mechanization, technological ser-
vices, laboratories, and institutes, and in addition 1t has
established 47 new design bureasus for the mechanlzation and
automation of production processes and 45 technologlcal and
technical bureaus and dlvisions.

While working on over-all mechanization and automation,
the Sovnarkhoz explores and develops improved technical solu-
tions ensuring an effective application of the achievements of
science and engineering. Thus, on examining the project for
an automated shop for the production of Cardan bearings at the
First State Bearing Plant, the Sovnarkhoz furnished & penetrating
analysis of the shortcomings of that project and outlined the
principal trends which should be followed in the desligning of
over-all mechanized and automated objects for any branch of
industry.

These trends should be described in some detall, be-
cause this is of great importance to lmproving the economic
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effectivenegs of the general level of productlon. Primarily,
the Sovnarkhoz pointed to the necessity of materializing
mechanization and automation solely on the basls of new, pro-
gressive technology.

Special attention should be devoted to the use of the
modern means of intra-shop transport and, preferably, various
types of continuous [Eonveyeg/ transport, on utilizing for
this purpose the upper parts of premises.

In the course of the conduct of the over-all mechani-
zation of production it is necessary at the same time 1o
elevate the level of the organization of production and labor
through a broad mechanization and automation of computing-
planning and dispatcher work, automatlon of control and regu-
lation of productlon processes.

Special attention should be devoted to creating condli-
tions that would exclude air pollution, on using for this
purpose facilities equipped with means for diverting dust,
harmful vaport, etc., and moreover it 1s necessary to mechanize
the maintenance of buildings and floors and the washing of
windows and skylights of production premises.

To materialize the intended work on the over-all
mechanization and automation of production processes, Moscow's
enterprises will have to introduce 1,063 highly productive
automatic, semiautomatic and continuous-flow-mechanized lines,
14,000 equipment units with automatic and semiautomatic cycle
of performance, and over 30,000 diverse automatic instruments
and devices. In addition, plans exlst for the modernlzation
of over 30,000 units of metal-cutting and metal-working equip-
ment.

A considerable part of that equipment will be inter-
connected by means of transport and rigged out with loading
devices and actlve-control instruments and thus converted into
automatic and semisutomatic lines. Then the productivity of
the modernized equipment will be increased twofold to fourfold
if not more.

The enterprises and organizations of the Moscow City
Sovnarkhoz had accomplished in 1959 a great deal of work on
the creation of new machines, mechanisms, equipment, instru-
ments, materials and products and on the industrial intro-
duction of the achievements of sclence and englneering,
mechanization and automation of production, elimination of
arduous manual operations, and introductlon of highly produc-
tive technological processes.

Last year over-all mechanization and automation of pro-
duction processes were introduced at one enterprise, in eight
shops, and in 26 production departments. During the same
period 18 automatic and semiautomatic lines and 162 continuous-
flow mechanized and conveyer lines, or 25 more than originally
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planned, were also introduced. Approximately 2,100 automatic
and semiautomatic lathes and group machine tools and special
machine tools were installed, and so were approximately 4 500
running meters of conveyers and other continuous-transport
equipment. The level of mechanization of forming operations
in casging shops was ralsed to 85 percent against 78 percent
in 1955.

2 Over-all mechanization and automation were introduced
in the precision casting operations in two plants, which made
it possible to increase several times the yearly volume of
casting from the same production space, to reduce the pro-
duction cost per ton of acceptable castings to nearly a third,
and to reduce the number of workers 2.5 times. All the re-
lated expenditures were recouped within a yesr.

The conduct of the over-all mechanization of the pro-
duction of a-c motors for cranes at the "Dinamo” Plant in-
volved the introduction of conveyerized assembling and the
mechanization of the process of the electric quallty control
testing of motors in sizes I to IV on the conveyer. In this
connection labor productivity in assembling rose by 40 percent,
and in testing -- by 25 percent.

The Low-Voltage Equipment Plant has mechanized 1ts
process of assembling 20 types of electrical equipment. Upon
the activation of an intermittent-flow conveyer line labor
productivity per worker rose by 60 percent, production cost
dropped by 22 percent, and dozens of meters of production
space were Tfreed.

The following have been industrially introduced: auto-
matic lines for the successive vacuum deposition of bismuth
and selenium onto aluminum sheets; an esutomatic line for the
mechenical working of the cesings of wrist watches at the
Second Watchmaking Plant; a mechanized conveyer line for the
assexbling of watches at the First Watchmaking Flant, etc.

All these lines are rigged with mechanlized attachments and
devices for active control of the quality of the executed
opesrations, and they display extremely high technical and
economic indexes. Thus, e. g., the line for assembling watches
has reduced by 190 hours the labor input requlred per 1,000
procducts, and cut the number of workers by 33 persons.

The High-Voltage Systems Administration of the Noginskily
Rayon became Moscow's first enterprise with over-all automated
and telemechanized production processes. As a result of the
measures conducted, the entlre management of that rayon's
high-voltage systems was totally automated as early as in 1959,
The round-the-clock duty personnel which had been employed
until very recently in all 35 stations of the rayon, has now
been dispensed with. The automation of the systems-management
processes has considerably improved the relilability of the
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supply of electrical energy to enterprises and it has ensured
a greater operativeness of the performance of the power sys-
tems. The number of tending pérsonnel was reduced 3.5 times.

Very importént work was accomplished in mechanizing
the varnishing of'die-stamped /rubber/ overshoes, through the
introduction of a special installetion at the "Krasnyy Bogatyr
Plant. That original installation, based on the use of electro-
stati¢ varnish sprayers, and rotating at the rate of 1,000-
1,500 RPM, eliminates arduous and unsafe manual labor and
makes it possible tb direct the varnishing process by remote
control from a cehtral control station. This operation used
previously to be conducted manually by female workers.

Electronic computer engineering is beilng more and more
widely utilized in the Sovnarkhoz's industry. At the begin-
ning of 1959 the "Krasnyy Bogatyr!'" Plant had installed for the
very first time in the indigenous industry a "Mars" type elec-
tronic computer for the control and regulation of the techno-
logical processes of the vulcanization of rubber footwear on
presses. That first computer was designhed for controlling
and regulating temperature, time and pressure simultaneously
on 48 presses at 144 points. The operation of that machine
relieved a great number of servicing personnel, improved sub-
stantlally the quality of productlon, and ylelded over 5.5
million rubles in savings. At present the same plant is in-
stalling another computer of this kind, which will service 66
presses at 198 points and will thus complete the automation
of the control and regulation of technological processes
during the vulcenization of footwear.

Progress has been achieved in developlng such pace-set-
ting processes as the continuous-flow peroxide-steaming methad
of bleaching textiles, and wrinkleproofing and shrinkage-
proofing finishing of staple and viscose fabrics by using
artificiel resins. These methods were used in producting over
80 million meters of diverse high-quality fabrics last year.

Also conducted was the automation of the weaving in-
dustry through the replacement of obsolete equipment by new,
more productive equipment. As a result of this measure alone,
60 persons were relieved in the "Krasnaya Roza" and Shcher-
bakov combines, and 84 persons, at the Frunze Weaving Mill.

The yearly savings ylelded by these meeasures exceeded 1.5
million rubles.

The "Bol'shevik" Confectilonery Plant has introduced a
line mechanizing the production and packaging of cocoa, coffee,
and their products. This made it possible to relieve eight
workers previously occuplied with the menual packaging of these
products, and to transfer them to other occupations. The
"Krasnyy Oktyabr'" Confectionery Plant has introduced & machine
mechanizing the: wrapping of truffle-tiype candies, which relileved
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16 workers. The "Udarnitsa" Confectionery Plant has activated
an installation mechanizing the processes of marmalade pro-
duction. This installation relieved 12 workers and ylelded a
saving of over 300,000 rubles.

. The target figures of the Seven-Year Plan for the USSR
envisage the designing and activation of 1,300 automatic lines
for the enterprises of the country's metalworking industry,
with 400 of these lines to be built by the Moscow Clty Sovnar-
khoz.

\ This is a very great task, whose solving requlres the
conduct of major organizational and technical measures for a
proper development of the design of the future automatic lines
and for creating the capaclities for thelr production.

It is sufficient to mention that during the preceding
seven years the Moscow machine tool plants built a total of
42 agutomatic lines, whereas, according to the Seven-Year 1959-
1965 Plan, this flgure is to be exceeded more than tenfold.

The expansion of the design and production of automatic
lines in view of such a high output target can be conducted
successfully only on the condition of a broad application of
highly productive technological and organizational principles
of large-serlal and continuous-flow production to the manu-
facture of standard parts, units and machine tools. And for
thils purpose it 1s necessary to:

(1) Conduct work on the specialization of enterprises
on the basis of a broad unification and standerdization of the
parts and units of the metal-cutting machine tools composing
the automatic lines;

(2) Develop designs of metal-cutting machine tools
adapted to the make-up and degree of automation and sultable
for lncorporation in automatic lines;

(3) Develop unified designs of transporting, loading,
receiving, and other auxilliary devices;

(4) Develop and standardize accessories for control
panels and control instruments ensuring automatlc methods of
measurement.

The work on the unification and standardization of the
units and parts of machine tools conducted by our speclal
design bureaus (SKB-1, SKB-6 and the Design Bureau at the Plant
imeri Ordzhonikidze) has made it possible to develop the or-
ganization of the production of automatic lines by mobillizing
a large number of enterprises and taking into account the es-
tablishment in these enterprises of a centralized production
of standardized units of machine tools, hydraulic, electric
and pneumatic devices, and automatic control devices, and, in
addition, the assembling of machine tools and subassemblies

-0 -




suitable for incorporation into automatlic lines.

! Altogether, for thls purpose, the Moscow City Sovnarkhoz
has tobilizéd:10 plants of which three (imeni Ordzhonikidze,
13tankoliniya; " and "Stenkoagregat®) will be the maln enter-
prises for the’assembling of automatic lines from stendardized
urfits- and parts and testing thelr performance prior to thelr
consignment to customer enterprises.

", Considering the great volume of work on the production
of aufbmatic lines, three additional plants previously not
manufacturing products for machine tool building have been
mobilized for this purpose. They are the "Stankoliniya® (for-
mer "Podtyemnik" Plant), the "Stankoagregat" (former "Stal!
most") and the "Spetsstanok" (former g tpommahina®). The pre-
vious production in these plants is belng discontinued. This
will meke it possible to increase the share of advanced machine
tool building in the industry of Moscow at the expense of dis-
continuing the metal-consumlng production of lifting cranes in
Moscow.

Stable production tles have been established among all
ten of the plants, on the basis of cooperation in technology,
machine parts, and objects, and this should ensure the solving
of the task of increasing the national economy's output of
automatic lines for the metalworking industry. As part of the
preparations for the June Plenum of the CC CPSU the workers of
the Sovnarkhoz's machine tool industry have utllized addlitional
reserves and adopted Socialist pledges for producilng k50 auto-
matic lines during the seven-year period.

The measures drafted by the Sovnarkhoz, and the pledges
of the enterprises as well, provide for developing machine
tool buillding and, in particular, increasing the output of
special machine tools 2.2 times more than planned for the
seven-year period, and particularly increasing 2.3 times the
output of precision machine tools for the finishing operations
of the technologlcal process.

The "Kalibr" Plant will organize the production of con-
trol and measuring instruments and automatlc control and
measuring devices for incorporation into automatlic lines, so
as to attain in 1962 an output of these instruments and devices
to the extent of 32 million rubles.

The Low-Voltage Equipment Plant will discontinue in
1960-1961 its production of uncomplicated electrical equlpment
and organize the productlion of various electrical equipment
needed for automatic lines.

The Plant imeni Kalinin is setting up the speclalized
production of hydraulic eqguipment. The Accessories Plant is
beginning to specialize in the production of pneumatic equlp-
ment. The "Krasnyy Proletariy" Plant will continue the con-
tinuous-flow production of lathes -- but lathes of & new design
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suiteble fopr incorporation into sutomatic lines. In addition,
the last-named plant will manufacture special-purpose and
speclalized-automatic and semiautomatic lathes for incorporation
into the automatic lines for the production of crankshafts,
distributing shafts, and various types of rolls.

. The "Spetsstanok" Plant begins to specilalize in the
output of power heads, carriages, and special-purpose machine
tools designed for automatic lines. The "Stankoagregat" Plant,
aslde from its principal production of sutomatic lines, ma-
chine tool groups and speclal-purpose machlne tools, is be-
ginning to orgenize the speclalized production of welded
workbenches, carrlage slides, electric cabinets, and other
welded products. The "Stankoliniya'" Plant will manufacture
automatic lines, special-purpose machine tools, and accessories
for automatic lines. The Flant imeni Ordzhonikidze will con-
tinue to specialize in the production of automatic lines,
automatic and semiautomatic lathes, machine tool groups, and
semlautomatic milling-centering machines. The Grinding Machine
Plant will manufacture speclal-purpose machine tools sultable
for incorporation into automatic lines.

It should be noted that during the present seven-year
period Moscow plants will manufacture automatic lines for ma-
chining both statlonary (casing) parts and moving parts of
the rotating-body type. ,

In view of the high costs of asutomatic lines, Moscow
machine builders keep in mind the following three fundamental
requirements when designing automatic lines.

- First, automatic lines should be designed only for pro-
gressive technological processes, and hence thelr designing
should be preceded by studies of the technological processes
in best enterprises, utilization of the achlevements of modern
sclence, and conduct of the necessary experimental work.

Second, automatic lines should be designed for easy con-
version without resorting to the alteration of most of theilr
standard units, in the event of a change in the production
profile of the enterprise in which they are installed. Con-
sequently, the degree of standardization should be sufficlent-
1y high and reach 80-90 percent of the composition of the
equipment composing the automatic line.

Third, the automatlc lines for machining parts of the
rotating type should be easily adjustable from one type size
tg an?ther (within the limits of the established range of
silzZes ).

To solve the great number of complex problems involved
in the creation of automatic lines and numerous special-pur-
pose and group machine tools, it 1s necessary to expand con-
siderably the existing design bureaus and to establish new
ones and to provide these bureaus with laboratories and
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experimental shops. i

For this purpose the Sovnarkhoz has provided for increas-
ing the personnel of design services by 900 persons and, in
addition, for expanding five existing laboratories and estab-
lishing 15 new ones and flve experimental bases. .

There is no doubt whatsoever that the crews of the
enterprises of the Moscow City Sovnarkhoz shall implement and
greatly surpass all the tasks of the Seven-Year Plan.
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Do Comﬁuter for Automating the Computation

T sof Cupola Furnace Charge
R .

é?bllowing*is the translation of an article by
.A. M. Shapiro entitled "Vychislitel'naya Mashina
dlye Avtomatizatsil Ragscheta Shikhty Vagranki"
(English version above) in Mekhanizatsiya 1 Avto-
matizatsiya Prolzvodstva (Mechanization and Auto-
mation of Production), No. 5, Moscow, May 1960,
pages 18-21.7

The introduction of computér énglneering into the auto-
matic ghidance of produdtion processes. places in the forefront
the problem of desighing speciilized computers for use within
narrow Pields of technology.

Ohe such machine is the computer for automating the
computation af cupola furnace charge, which was developed at
the Tbilisi Sgientific Research Institute of Instruments and
Means of Automation (TNIIPSA) in 1957-1958. The problem of
computing the~charge consists in deternining the correct
mutual proportions of the charge materials to be charged lnto
the cupola furnace, proportions as would ensure the desired
chemical compositlion of the smelted-out plg iron. A number
of branches of the machine building industry uses high-quality
iron casiings ‘gontaining several alloying elements. Such a
composition of iron requires the introduction of 9 or 10 grades
of different materials into the charge. The computations con-
ducted under industrial condltlons require labor-consuming
arithmetical calgulations or the solving of algebralc equations
with several unkfowns.

To reduce the volume of calculations, the graph method
of charge computation is often used in practice. With an in-
creasing number 6f unknown varlables this method becomes so
complicated as to:be no longer practical.

The automation of the computing process by means of a
specialized computer makes 1t possible to compute under in-
dustrial conditions a charge containing as many as 10 different
components with a practically sufficient accuracy within as
1ittle as a few minutes. In the general case the mathematical
task is reduced to solving a set of ten linear algebraic equa-

tions of the type of:

10
ST eyypXy = 100e4, 1 =1 ... 10, (1)
k =1

- 13 -




in which connectlion
aqp 2 0 for 1 = 6, k = 1...5;
1fori=10, k=1...10,

a4k

where the coefficient ayy denotes the percentile content of
chemical elements (carbon, lead, manganese, etc.) in the charge
components, the coefficient aj denotes the percentile content
of analogous elements in the charge, and the coefficient xi de-
notes the amount of a glven charge material needed per 100 kg
of charge in order to obtain iron of the desired chemical com-
position.

The values of the aj) coefficients are taken from the
data of the chemical assay of charge materials.

The values of the aj coefficlents are subject to com-
putation according to monotype formulas:

100
st =b oy A (B

where by denotes the percentile content of a glven element in
the smelted iron gaccording to grade of the iron) and yji de-
notes the loss (~) or sticking %+) of the given element 1in the
course of smelting (determined experimentally for every cupola
furnace).

A transformer scheme proposed by R. Mellok was chosen
for solving the set of equations (1). That scheme 1s dis-
tinguished by its high reliablility and 1t makes possible a
rapld and accurate verification of the solutlon.

The automatic computation of the losses of given elements
in the course of smelting 1s materiallized in the machine by
means of an electric bridge circult realizing eq. (2).

The final results of charge computation are automatical-
1y printed on paper tape in the dlgltal-printing unit. A pro-
vision has also been made for the direct measurement of voltage
levels on the natural scale (1 kg -- 1 volt) by means of a
measuring instrument with a dial graduated directly in kg. The
outer view of the computer is deplcted in Fig. 1, and the block
diagram of the computer -- 1n Fig. 2.

The solving unit contains ten main coefficient trans-
formers and one transformer of absolute terms.

The coefficlent transformers are executed of toroidal
cores with a 30-mm internal diameter and a six cwe cross-
sectlonal area of steel.

The number of coefficient windings in every main trans-
former corresponds to the number of coefficients other than
zero in every column of the matrix. In addition to tapped
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windings, these transformers are provided with two nontapped
Windings} a measurement winding and a "unity" winding.

: - The frqnsformer of absolute terms 1s a two-winding one.
It consists of'itwo tapped windings and 1s connected to the cir-
cult as an autotransformer. The first winding is the maln one
and it is used in the solving unit. The second windlng 1ls the
auxiliary one, and it 1s used in the digital conversion unit.

All the coeffilcient windings pertaining to one and the
same row of equations are connected in serles with each other
and with a pert of the main winding of the transformer of
absolute terms. The number of turns in each section of the
coefficilent transformer expresses on a fixed scale the cor-
responding constant control factor of the glven system, and
the number of turns in the winding of the auto-transformer --
the magnitude of the absolute term.

The autotransformer 1s excited by alternating current
of a stabilized voltage, from a speclal power supply unit.
The measurement windings of the coefflcient transformers are
connected to the input of the digltal conversion unit or to a
phase-sensitive voltmeter with a high-resistance input for
direct measurement. The voltages on the ends of the measure-
ment. The voltages on the ends of the measurement windings
are proportional to the magnitudes of the varlable values of
xx in the given set of equatlons.

Special two-decade switches are used to select the co-
efficients expressed by the definite number of transformer
turns.

The switches are mounted on the patch bay of the face
panel of the machine, on which are mounted an operating mode
switch, two measuring circuit switches, and ten switches for
selecting the problem in the "verification" mode.,

The operating mode switch has three positions: "compu-
tation," "verification,”" and "printing."

The "computation" mode involves the conduct of the
direct measurement of the constant levels of voltages corres-
ponding on the natural scale to the welght of each of the
charge components.

During the "printing" mode of operation, the output
circuits of the solving unit are connected to the digital
conversion and printlng units.

The "verification" mode is carried out by selecting,
by means of ten special switches (one each for every charge
component), the voltage levels proportional to the magnitudes
of the variables determined during the "computation" or
"printing" mode. When the operating mode switch is adjusted
to the "verification" position, the scheme is commutated in
such a manner that the transformers become exclted by voltages
proportional to the magnitudes of the corresponding varlable

- 16 -
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values of x}. The coefficlent windings, connected in
geries for every row of equations, become successively con-
nected to the messuring instrument vwhich meassures on &
fixed scale the sums of ' :

: ’ lﬂ U
i a; == 0,01 Y agex,. ‘
. #wl

. . A comparison of the results of measurements with the
msgrniitude of the ebsolute terms for the corresponding rovs
of equations serves to determine the errors of the first-
spproximation solution in the "somputation® and "printing"
wmodes.
- ®Mhe positions of the operating mode switch are
registered by signal lamps, one each for every mode. A
fourth eignel lamp corresponds to & "no solution® stete of
the scheme., It 1s turned on automatiscally by the contacis |
of the relay of the phase-sensitive voltmeter in the event |
of & 180-degree phase shift between voltages on measure- E
ment windings, which corresponds to the presence of & ;
negative root in the starting set of equations. This sig- i7
1

nifies that it is not feasible to use the selected compo-
nents with & given chemical composition for obtaining & mix!
ror smelting iron of the desired grade. §
The selection of charge compoments, 1. e., the %
selectlion of this or that transformer corresponding to & g
civen ZXp-varlable, is conducted by measns of ten throw-over
switches. A4 turn of the toggle of & swltch serves to closze
he cireult of the sigral lemp 1lluminating the numeral of !
the corresponding transformer. One such signal lamp 1s !

bounted above each vertical row of coefficlent switches.
Phis 1s sccompanied by the activation of the transformer-
rinding eircults perticipating in the enslog computation of,
the last row of the set of equations § xyx = 100. The
rpensforeers whose numerals are not 1lluminated do not par-
¢1cipate in the solving of the set of equations and all
thelr windings are shortelirculted. 4

- The gelection of the number of turns per unit of com=.
Ltant coefficients and ebsolute terme of equations is con-
kucted in such & manner as to avold transformations of
bquetions while ensuring the necessery accuracy of solution
&nd, in sddition, to obtain & sclutlion on the natural or
hre-szelected scale convenlent for messurements.

; The computation of transformers wes conducted on the
seis of special methods based on the assumption that leak-~
ge fluxes snd losses are absent in copper and steel -- &n
ssumption which is close to reslity. According to these |
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methods, the following relationship exists between the scale
coefficlents and principal parameters of the transformer scheme:

W
—2 - 2 oo, (3)

——

© ny | Wo

where m 1B scale on which the solution of equations is obtained;

U. is voltage of the excitation winding of the absolute-
term transformer; '

Wg is number of turns of the measurement windings of co-
efficlent transformers; ' _ .

W, is number of turns of the éxcitation winding of the
absolute-term trahsformer;

ny is number of turns per unit of coefficients ajy;

no 1s number of turns per unit of the coefflicient ex-
pressing the absolute term 100ay.

In the event the solution 1is computed on the natural
scale (1 kg = 1 volt), expression (3) assumes the form of:

np Wy

Uo nl . W = 1. (4)

In the egperimental rodel of the computer for the auto-
matic computation of charge, these parameters have the fol-
lowing values: i’

m = 1; Ug 30 volts;
ny =3; np = 0.02;
Wg =900; Wy = 180.

An analysis shows that in order to reduce the magnetizing
current of transformers 1t 1s expedient to take the largest

possible ratio of scale coefficients 11 . Thus, the accuracy
np
of the determinatlon of the roots of equations will be higher.

The unit for computing the loss of charge components
consists of six bridges whose arms are represented by resistors
?ogresponding on a fixed scale to the coefficients of formula

2).

The arms of each bridge constitute wire-wound resistors
of constantan wire, wound by the noninduction method onto an
insulating frame. The magnitudes of resistances are regulated
by means of two-decade switches of the same design as the switch-
es of the solving unit, mounted on a common axis together with
the switch for selecting the absolute term of the transformer
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scheme. ,
‘ In the process of the balancing of the bridge, the human

operator, on turning the adjusting disk of the last-named
switéh, selects the aj-coefficlents on the bridge circult.
This 1is accompanied by the commutatlon of the contacts related
to the absolute-term transformer, and the same aj-coefficlent
is selected on that transformer. Such a device ensures the
automatic transfer of the coefficlents found on bridge clr-
cults as a result of the computation of the loss of charge
components, into the transformer circuit conducting the compu-
tation of the charge. The bridge 1s powered by a 30-volt
alternating current.

To the measuring dlagonal of the bridge is connected an
adjustable voltage divider whence a signal proceeds via a
coupling capacitor to the first 6Ye5S indicator tube and, at
the same time, to the grid of the 6855 emplifiler tube. The
amplified.signal proceeds toward the second 6Ye53 indicator
tube. Thé tuning according to the first indicator tube ylelds
the magnitude of the first sign of the coefficlent aj ("roughly"),
and the tuhing according to the second indicator yields the
magnitude 'of the second sign ("precisely").

The:indicator device 1s a general one for all six bridges,
and the connection of this or that bridge circuit to the indi-
cator 1ls achieved according to the wish of the human operator
by pushing 'a button mounted on the face panel. A mechanical
block system ensuring the connection of not more than one but-
ton at a time is installed in the same area on the panel.

The digit printing unit consists of an electromagnetic
pulse counter with a printing mechanism which makes 1t possible
to print on paper tape a two-sign number automatically picked
up by the counter on receiving the corresponding pulses from
the conversion unit. The deslign of the conversion unit is based
on the step-relay scheme (Fig. 3).

The device serving to convert fixed voltage levels into
coded digits and then to print these diglts is based on the
compensation method of measurement, materialized step by step,
by the rise of the compensating voltage from the zero. The
magnitude of the individual step here is, according to the
desired accuracy of performance of the device, taken to be
equivalent to one volt.

For the above method of measurements, the number of
steps-pulses conducted until the onset of full compensation
wi}l bz equal to the magnltude of the sought-for voltage 1in
volts.

The operation of the step-by-step selectors of "unitiles”
and "tens'" providing the compensating voltage 1is accompanied
by the cperation of the digital code wheels of the digit-
printing counter. At the instant when the equilibrium 1s
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restored in the compensating clrcult, the necessary number
fogmé on the digital code wheels and 1s thereupon directly
rinted.
P The voltage-compensating source changing from 0 to 100
volts in gradations of one volt is constituted by a special
winding on the gbsolute-term transformer in the solving unit,
having lead-outs in gradations of one and ten volts (the
starting point of this winding is the common point between
the "unity" and “"ten" lead-outs).

‘. The digit printing counter consists of the following
principal units (Fig. 4).

1. Digital code wheel unit, which contains three
digital code wheels -- one each for "unities," "tens" and
"ordinals." The "Yunity" wheel is provided with a ratchet
mechanism actuated by an electromagnet receiving pulses from
the converter unit.

The transmission of pulses to the digital code wheel
for "tens" 1s conducted mechanlcally by the code wheel for
"unities." The ordinal digital code wheel serves to reprint
the ordinal number of the consecutive charge component. The
/tape imprinted with the/ readings of the digital code wheels
for "unities" and "tens™ 1s issued mechanically and directly
after printing.

2. Single-revolution-coupling unit, containing
couplings by means of which the driving shaft of the printing
device executes one revolution during every printing cycle.

The single-revolution couplings bring ebout a short-
lasting connection of the diglit-printing unit to 1lts motor,
which lasts throughout the printing time.

In addition to the above-mentioned two principal units,
the digit-printing counter contains elements conducting such
operations as the moving of the paper tape and of the printing
ribbon and the cutting and discharge of the printed tape.

The directing pulses from the converter unit to the
digit-printing unit proceed only from the balance relay and,
in the opposite direction, from the programming device.

During the joint testing of the converting device and
the digit-printing device the pulse rate was raised to 10
steps a minute. This had yielded fully satisfactory results.

The inclusion of the converting and diglt-printing units
into the computer considerably lncreases the effectiveness of
its use and yields grest conveniences during the operation of
the computer under Iindustrisl conditions.

The successful laboratory tests of the experimental
model of the computer made it possible to begin its industrial
introduction. For thils purpose at the end of 1959 several
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experimental specimens of such computer were transmitted to
industrial enterprises.
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c. Operation of Continugus-Action Equipment at
Baydakovskily Open+Strip Pit

Zfolidwing.ié the tfﬁﬁsi&;ibd of an article by A.
Al Chernegov entitled "Ekgpluatatsiya Obarudgva?iya
Nepreryvnogo Deystviya na’ Baydakovskom Kar'yere"

. (English version above) in Gornyy Zhurnal_(Mining
Journal), Moscow, June 1960, pages 12-20.7

...Excavators Working in Tandem with Dump Conveyor
' Bridge

The SU-450 Bucket Wheel Excavator. This operates on
the upper half of the conveyer-bridge-level terrace.

Initially the excavator was equipped with a bucket
wheel of the half-open type, with each all-metal bucket having
its own discharge chute. Since the discharge chutes and
buckets became rapidly clogged with rocks when operating in
moist loams, it was necessary to halt the excavator for clean-
ing several times during every work shift. The variable tech-
nical productivity of the excavator was therefore 1,000-2,000
m3 lower per work shift than at operation 1n sandy rocks.

Brief Technical Characteristics of the SU-450 Rotor Excavator

Productivity 860 m3/hour
Bucket capacity 450 liters
Scooping height 18 meters
Total welght 500 tons
Dimensions of excavator:
Height 25 meters
Length 62 "
Width 17.8 "

ve.YeS-500 Multiple-Scoop Excavator. This excavator
has a mechanism which makes it possible to turn 1ts body to-
gether with the scoop frame by 230 degrees, which in turn makes
1§tpossible to work the terraces in the dead-end parts of the
P .

Brief Technlcal Characteristics of the YeS-500
Multiple~Scoop Excavator

Productivity 600 m3/hour
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Scoop capacity 500 1iters

Scoopitig helight ? | 15 meters »
Traveling speed of exdavatolr 8 meters/minute
Total welght o ' 360 tons
Dimensions of excavator:
Height ' 20.6 meters
Width 12 "
Length y7.5 M

D-500 Multiple-Scoop Bottom-Scooping Excavagtors. These
work the bottom half of the conveyer-bridge-level terrace.
They are analogous in design to the YeS-500 excavator. The
scoop chain is activated by an independent drive, which was re-
designed, as was the drive of the Ye8-500 excavator.

Brief Technical Characteristics of the D-500 Excevator

Productivity 600 m3/hour
Scoop capaclty 500 liters
Scooping depth 16.5 meters
Traveling speed of excavator 7 meters/minute
Total welght 400 tons
Dimensions of excavator:

Height 33 meters

Length 48 "

Width ‘ 18.5 "

. « e Shovels

The D-300 Multiple-Scoop Bottom-Scooping Shovel. It
works the lower half of a coal seam varying in thickness from
three to 10 meters. That half contains one to three inter-
strata of gangue, which are extracted separately.

The scoop frame of this shovel consists of four links
and a leveling link. The extracted coal is conveyed via the
discharge bin of the shovel into freightcars with capacities
of 30 to 50 tons.

Brief Technicel Characteristics of the D-300 Shovel

Productivity 365 m3/hour

Scoop capaclty 300 liters

Scoopling depth 10 meters
Traveling speed 4.15 meters/minute
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Welght ;' 200 tons

Dimensionsi ; .
Height . a 12 meters
Length ? 31.4 0 °
Width SR 13.5 "

During the mining of the interstrata the gangue 1is
transferred by means of a gate valve onto a cross conveyer
mounted in the frame of the shovel. Farther on the gangue
proceeds onto the discharge conveyer which 1s connected to
the shovel by brackets and which moves on the same rall tracks
as the shovel. '

A 900-mm gauge rall track for the passage of railroad
trains is laid beneath the portal of the shovel in between
the rails on which move the shovel's bogie wheels. All five
rail tracks are laid on ties 5.5 meters long, which also serve
as supporting bases for the metal poles of the electric-loco-
motive contact system.

The D-300 shovel operates throughout the year except
for one to one and one-half months of stoppage for repailrs
during the first quarter of the calendar year. During that
repalr period, the machine 1s replaced by a SE-3 excavator
transferred from the upper overburden terrace or by a RS-350
bucket wheel excavator. In addition, the D-300 shovel is
halted once a month for a day's repair (colnciding with the
vepair of the briquetting plant processing the coal extracted
in the pit). Every day during the first work shift one to
three hours are set aside for preventive repalrs of the ex-
cavator.

...The RS~-350 Crawler Tread Bucket Wheel Excavator. It
works the top half of a coal seam up to seven meters thick
(generally, three meters thick). This top half also contalns
two to four interstrata of gangue. The extracted coal is
transferred via the discharge conveyer and chute into freight-
cars with capaclties of 30-50 tons.

‘ The luffing radius of the shovel's bucket wheel reaches
four meters in the horizontal plane. In the course of 1ts
operation the bucket wheel was modified to conform with that
of the SU-450 excavator.

Brief Technical Characteristics of the RS5-350
‘ Bucket Wheel Excavetor

Productivity
For coal | 750 m3/hour
For gangue 550 m3/hour
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Bucket capaclty
Scooping helght
Maximal radius of discharge
Maximal helght of discharge
Possible angle of rotation

Traveling speed
Welght .
Dimengions:

Helght

Width

Length

350 liters

13 meters
1 5 "
4 5 "

360.degrees

8 meters/minute
227 tons

16.8 meﬁers

10
36 1t

The operatihg mode of the RS-350 bucket wheel excavator
is the same a8 that of the D~300 multiple-scoop shovel...

... Table 2.

Technical and Economic Indexes of the Baydekovskly Coal Plt

Year
Index
1956 | 1957 | 1958 | 1959
Coal Extraction in the Pit, o554 | 2040 | 2831 | 2662
thousands of tons::
in which: by D—30d?shovel ]
and RS-350 excavator 1438 § 1641 {1 1321 | 2207
Mean Daily Productivity of Pit, |
in tons of coal " 6978 | 8087 {7801 | 7376
Production cost per ﬁén of Coal | A
per Sector, in rubles and ]
kopeykas " 5-66 } 5-71 }5-85 | 6-62

The technical and economilc
excavators are clited in Table 2.

Indexes of the extraction

The R5-350

shovel are not used to full capaclty.
by, on the one hand, the yearly target as to the extraction
and marketing of coal and, on the other, the presence of
readied reserves, 1. e., the productivity of the overburden-
stripping equipment.; The dally productivity of the D-300
multkple-scoop shovel usually amounts to 3,000-4,500 tons of
coal, and in isolated instances as much as 6,000 tons. The

excavator and D-300
Thelr loading 1s limited




daily productivity of the RS-350 bucket wheel excavator varies
from 2,000 to 5,000 tons of coal.
. The yearly volume of the gangue extracted by the D-300

and RS-350 machines amounted to 205,000-271,000 and 168,000-
399,000 m3, respectively.

- :Egé D300 and RS-350 machines are serviced by teams of
three Qersons per shift, consisting of: excavator operator,
operator's assistant, and mining worker.

The Multiple-Scoop Dumpyard Shovel

, The A-400 shovel is designed for recelving overburden
rock from railroad trains and depositing rock on the dump
heaps.

Brief Technical Characterlstics of the A-400
Multiple-Scoop Shovsl

Productivity 650 m3/hour
Scoop capacity:

Main-frame scoop 400 liters

Leveling-frame scoop 100 liters
Discharge radius (Maximal) 40 meters
Discharging helght 15 meters
Traveling speed 5.5-9.15 meters/minute
Welght 250 tons
Dimensions:

Helght 9 meters

Length _ 60 "

Width 7.5 "

The leveling frame with the scoop chaln and independent
drive is suspended by ropes on the bracket boom of the shovel.
That frame is designed for preparing the area for the subse-
quent laying of raill tracks.

| Usually the A-400 shovel extracts 6,000-7,000 m3 of
rock daily, and in isolated instances its dally Qutput reaches

12,000 m3. Its productivity totaled 1,623,200 m3 during the
year 1959.
The stoppages of the A-4%00 shovel for repalrs are usual-

1y scheduled for the winter-spring period when the maintenance
of railroad sidings in normal state becomes particularly dif-
ficult.

v+ .The A-400 dumpyard shovel displays no advantages over
the operation of the single-bucket excavators used on dumpyards.
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d. Excé&é&bré at the Novo-Kramatorsk Machine Buildilng Plant

Foliowlng is the translation of an artlcle by P.

. 81igkiy entitled "Ekskavatory Novo-Kramatorskogo
Mashinostroiteltnogo Zavoda" (English version above)
in Gornyy Zhurnal iMining Journal), Moscow, June

1960, pages 53-54.

To satisfy the growing demand of open-strip plts for
large single-bucket excavators, the Novo-Kramatorsk Machilne
Building Plant imenl Stalin will, in addition to the ESh-4/40,
ESh-6/60, and EVG-15 excavators which it is currently producing,
start in 1960 the production of the new ESh-8/60 and EVG-3565
‘excavators and switch to the serilal production of the ESh-4/40M
excavators.

A comparison of the characteristics of these machines
is provided in the table below.

At present the plant is engaged in mastering the_pro-
duction of buckets with a higher capacity -- 8 and 10 m> --
for use in its ESh-6/60 and ESh-8/60 machines, respectively.
Design work 1s in progress on increasing the capaclty of the
buckets for the EVG-1l5 and EVG-3565 excavators to 20 and 40
m3, respectively.

The ESh-4/40M and ESh-8/60 excavators were designed on
the basis of the serially produced ESg-4/40 and ESh-6/60 ex-
cavators upon taking into account the experlence gained in
their operation. Individual drlves for ell mechanisms are
used in the new excavators.

While weighing nearly as much as the ESh-6/60 excavator,
the ESh-8/60 excavator is 30 percent more productive. This
was achieved thanks to a broad employment of low-alloy steels
in the metal carrying structures and lightwelight alloys in
the sguxiliary structures.

The EVG-3565 excavator is the world!'s largest in 1ts
linear parameters (cutting radius and discharging height; it
surpasses greatly the large American excavator Marion-5760.
The sizable lilnear parameters of this machine make it possible
to use it for conducting overburden-stripping work with dis-
charge of gangue directly into the worked-out space without
any additional re-excavation. The EVG-3565 excavator has
been provided with automatic control of pressure rate accord-
ing to lifting stress durlng dlgging, which will make 1t
possible to utllize maximally the capacity of the lifting
engine, to increase the productivity of the excavator, and to
facilitate the work of its operator.

As is known, the Soviet Unlon is endowed with huge
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deposits of mineral resources, which can be worked by means of
bucket wheel excavators. Domestic and forelgn experience
shows that the productivity of large-capacity continuous-
action excavators greatly surpasses the productivity of the
largest single-bucket excavators, and the welght of the bucket
wheel excavator and 1ts consumption of electrical energy in
tertis of one m3 of hourly productivity are conslderably lower.
The use of bucket wheel excavators creates the conditions for
the eontinuous-flow conduct of mining operafions, which en-
sures the maximal productivity and the possibllity of a com-
plete automation of all mining operations.

The Novo-Kramatorsk Machine Building Plant completed in
1959 the designing -- and commenced in 1960‘the contruction --
of a complex set of mining-transportin% ¢ontinuous-action
equipment with productivity of 3,000 m3/hour, including a
bucket-wheel excavator, a system of trunk belt conveyors, and
two swing-chute spreaders. The first such set will be instal-
led in 1960-1961 in the Nikopol! Manganese Basin.

Brief Technical Characteristics of the'Machines in the Set
ERG-1600 Bucket Wheel Excavator

Mean theoretical productivity in compact

rock 3,000 m3/hour

Bucket capacity 1,600 liters
Rotor wheel diameter ' 11.5 meters
Number of buckets 10

Helght of worked terrace 40 meters
Scooping depth (bottom scooping) i0 "
Luffing of rotor-wheel bocm 31 .
Welght of excavator 3,300 tons

0Sh~-4500/90 Swing-Chute Spreader

Theoretical maximal productivity (taking

account of the crumbling of rock) 4,500 m3/hour
Maximal discharge radlus 90 meters
Minimal discharge radius 68 meters
Maximal discharge helght 30 meters
Length of regelving bracket 30 meters
Angle of rotation of recelving bracket +65 degregs
Mean unit pressure on soll when in operation 0.8 kg/em
Weight of machine 765 tons
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Trunk Conveyers

Théprétiéél'ﬁfoductivity, taking account

of-crutibling 4,500 m3/nour

Width of belt 1,800 mm
Belt“traveling speed 3.5 meters/second
Length of conveyer unit 500 meters
Mean running weight of conveyer 0.9 tons/meter

", The principal machine of this set -- the bucket wheel
excavator -- 1s equipped with an automatilc cutting-coantrol
system assuring maximal productivity by varying the RPM of the
bucket wheel while utilizing fully the capacity of the bucket
whell engilne.

The system of trunk conveyers includes: stope conveyer,
cross conveyer, and discharge-bracket conveyer. The discharge
and stope conveyers are moved by a "turnodozer," while the
cross-conveyer is self-propelled, moving on rail tracks.

Each conveyer trunk can consist of several units 500 meters
long each.

The OSh-4500/90 walking swing-chute spreader was de-
signed on the basils of the ESh-6/60 excavator. The contlnulty
of operation of the swing chute throughout a work shift 1s
ensured by a telescopic device on the dump bracket whose
presence makes it possible to enlarge the dump area and to
build level-surfaced dumps.
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e. ZER-500 Bucket Wheel Excavator

/Followirg i$ the translaticn of an éﬂtiéle by G.

——

L. Rozal'yev entitled "Rotornyy Ekskavator ZER-

500" (English version above) in Gornyy Zhurnal
{(Mining Journal), Moscow, June 1960, page 54.7

The Zuyevka Foundry and Machine Plant of the Ministry
of Power Statlons Construction has completed the designing
and started the production_of ZER-500 bucket wheel excavators
with productivity of 500 m3/hour, designed for overburden-

stripping and extractlon operatlons.

Technical Characteristics of the ZER-500 Excavator

Productivity in compact rock (theo-
retical)

Bucket capacity

Cutting stress exerted by bucket

Number of buckets

RPM of bucket wheel

Length of bucket-wheel boom from the
axis of rotation cf the turntable

Length of boom of dump conveyer

Height of top dligging

Height of bottom digging

Discharging helght

Cutting radius

Width of conveyer belt

Travellng speed of belt of:
Recelving conveyer
Dunp conveyer

Traveling speed of machine itself

Installed capacity

Mean unit pressure on soil

Weight of excavator with counterweight

The first four machines have been
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500 m3/hour
200 liters
Tg kg/cm

8.12

15.275 meters

15.5 meters

12.5 meters
0.5 meter

3.38; 7.47 meters

17.525 meters
1,200 mm

2.5 metﬁrs/secgnd

2.
314; 630 meters/hour

320 kva
1.07 kg/cm?
184.3 tons

sent to the quarries.




£. ERG-350/1000 Bucket Wheel Excavator

/Following is the translation of an article by B.
D. Kherik entitled "Rotornyy Ekskavator ERG-350/
1000" (English version above) in Gornyy Zhurpal
(Mining Journal) Moscow, June 1960, page 55.7

The Machine Bullding Plent imeni 15th Anniversary_of
the LKSMU /Tenin's Young Communist League of the Ukraing/
(in Stalinc) has built, according to a design by the Novo-
Kramatorsk Machine Bullding Plant, the ERG-350/1000 bucket
wheel excavator designed for conducting overburden-stripping
work with dlscharge onto a conveyer or spreader.

Technical Characteristics of the ERG-350/1000 Excavator

Productivity in compact rock 1,000 m3/hour
Bucket capaclty 350 liters
Cutting stress exerted by bucket 80 kg/cm
Number of buckets 8 ‘
Diameter of wheel 6.125 meters
Number of scoopings per minute 64
Swiveling speed of excavator 3-33 meters/minute
Height of top digging 17 meters
Depth of bottom digging 2 meters
Length of discharge conveyer 24 meters
Maximal digging radius 24 meters
Traveling speed of the belt of:

Bucket-wheel conveyer 3.8 meters/second

Discharge conveyer 4 meters/second
Belt width 1,200 mm
Unit pressure on soll 1.0 kg/cm?
Traveling speed of excavator 240 and 480 meters/hour
Installed capacity 580 kwt
Welght of excavator (with counter-

welght) 4310 tons

Two bracket cranes, an auxiliary winch and a number of
other attachments meke it possible to conduct the assembling
and repair of all mechanisms of the excavator and the instal-
lation of belts without using additional holsting means,
which 1s particularly important during the winter-spring
period when delivery of the machine to open-strip pits is
difficult.
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Automatic guidance of the drive during digging makes it
possible to maintain a stable productivity, as the swiveling
rate is inversely proportional: to the change in the thickness
of cutting. ‘ _

A provision has also been made for remote control of
the swiveling and 1ifting of the discharge boom from the ma-
chine onto which the excavator dikcharges the rock. |

The first specimen of the excavator, on passing plant
tests, has been sent to the Chasov-Yarskoye Ore Administration
of the Stalinskiy Sovnarkhoz.
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ge EPGAl Underground Excavator

/Following 1s the translation of an article by 2.
B. Volodarskiy entitletl "Podzemnyy Ekskavator EPG-
1" (English version gbove) in Gornyy Zhurnal
(Mining Journal), Mostcow, June 1960, page 56./

The Dnepropetrovsk Project-Design Technological Insti-

- tute hgs drafted the design of the EPG-1 hydraulic underground
ex¢tavator designed for loading cut ore i%to cars or self-pro-

_ pelled dollies with capacity of 4 to 8 m2.

- The excavator conslsts of the following principal units:
running gear 1, turntable 2, mobile carriage 3, steering cab
4, stick 5, turntable mechanism scoop 6, and hydraulic drive
inside casing 7.

The running gear is constituted by a twin-tracked under-
carriage with individuzl drive of each caterpillar track from
the electric motor. The turntable 1s executed in the form of
e massive steel frame to which 1s fastened the central pivot.
Gulde rails for the movement of the carriage extend along
both sides of the turntable. A counterwelght of iron slabs
is mounted in the rear part of the turntable. The pressure
mechanlism is executed In the form of a carriage moving along
the guide rails of the turntable on four rollers mounted on
antifrlction bearings; the carriege is actuated by two hydrau-
lic cylinders.

The stick and the hydraulic cylinders for lifting the
stick are joined by & hinge to the carriege. The scoop is
hinged to the stlick. The swiveling and lifting of the scoop
are conducted by two hydraulic cylinders. The turnteble
mechanism 1s also hydraulic. The turntable can rotate 300
degrees (+150 degrees).

The hydraulic drive ensuring all working movements of
the excavator (except for travel) consists of a 40-kwt motor,

) reducing gear, four pumps with a 100-atmosphere working pres-
w sure, and an oll tank with a hydroaccumulator. The pump sta-
. tion and the oll tank are covered by a steel casing.

The operator's cap with the control panel are located

in the front part of the carriage.

Technical Characteristics of the EPG-1 Excavator

Productivity 135 m3/hour
Scoop capacity 1 m3
Duration of working cycle upon ' 180-

degree pivoting 26 seconds
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Maximum discharging height 1840 mm '
Angle of rotation of turntable 300 degrees
RPM of turntable

5
Traveling speed 0.256 meter/second

Scooping stress exepted by lip of scoop 8,700 kg
Number of electric motors
Total installed capacity 68 kwt
Dimensions when in "in-transport¥position:
Helght 2,350 mm
Width 2,084 mm
Length 4,695 mm
Weilght, including counterwelght 25.3 tons

The smaellest possible dimensions of the mine chamber
1§ccommodating the excavatqg7 are, when ore 1s loaded into
conventional mine cars, on the plane of 6x7 meters (including
the drift) at & helght of 4.5 meters, whergas when ore is
10aded 1lnto cars with capacity of 4 to 8 m> these dimensilons
can be correspondingly Sx10 and 6 meters, respectively.

The EPG-1 underground excavator should be manufactured
in 1960 at one of the plants of the Sverdlovskly Sovnarkhoz.
The existing model of this excavator will be exhiblted in the
Pavilion of the Ukrainien SSR at the Exposition off the Achleve-
menis of the National Economy in Moscow.

END
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